i 


SEE RISER DWC E-16 ft 
DWG E- 11 FOR CONTINUATION. 

5-4" CONDUITS. ■ 
4#S00KCINU & 
1#4/0 GNO WAS 


CUT ft REMOVE — 
EXISTING CONOUfTS 

SPUCE SOX (VfP). 


CABLE TAP BOX. 


EXISTING 1 yrc TO REMAIN 



ELEVATOR 
P£ #21 


sweep cONDurrs 

ABOVE TEL COT. i ( 

EXISTING UGHT T- 
FIXTURE TO 
REMMNfTYP) 1 

1 I 

EXISTING 1" TELEPHONE 
CONDUIT TO REMAIN 

COMDUfTS TO RUN 
OVER EXISTING. SEE 
SECTION -B-B\ 


DOWN TO CIRCUIT 
BREAKER #66-2 
SEE SCHEDULE ON 
THS ORAMNG FOR 
FEEDER SIZE 


existing ltg 
panel 


EXISTING METER 


EXISTING D!S7 PANEL 


EXISTING 12O/208V 
BUSWAY TO REMAIN 

EXIST. PANELBOARO 
TO REMAIN 

2000A COPPER BUSWAY, 
SEE GEN. NOTE #7. DWC 
E-1. 

I #4/0 TO BUILDS 
GNO RISER 

ESSTSNG 3/4"C 
TO REMIAN 

REROUTE EXISITNG CONDUIT 
AROUND CABLE TAP BOX. 
MAKE ALL SPLICES IN NEW 
JUNCTION BOXES. 

EXISTING 3/4" C TO REMAIN 
LOCATED ABOVE 1 1/2"C 


84 NORTH PLAN 



EXISTING 
DOOR 



DISCONNECT ft REMOVE EXISTING 
PLUG IN FUSED SWITCHES AND 
REPLACE WITH PLUG IN CtRUHT 
BREAKERS. (SEE BUSWAY SWITCH 
REPLACEMENT SCHEDULE. THIS 
DWG). TURN OVER PLUG IN FUSED 
SWITCHES TO THE PORT AUTHORITY, 


SPECIAL OFFSET 
CABLE TAP 
BOX IN HUNG 
CEILING AREA 


EXISTING BUSWAY 
TO REMAIN 


TRANSITION BOX. 

TO EXIST LIGHTING PANEL. 


200QA COPPER BUSWAY. 
SEE GEN. NOTE #7. DWG 
E-1. 

SEE GENERAL NOTEf9. 
DWC E-1. 


BUSWAY 8W? 

CH REPLACEMENT SI 

SHEDULE 

# 

EXIST. SW. 
SIZE 

EXIST. FUSE 

NEW BREAKER 
RATWG 

NEW 

NEW 

COT 

REMARKS 

68-1 

200A 

125A 

225AF/125AT 

4|1 CU 

1 w 


66-2 

200A 

125A 

225AF/125AT 

4#1 CU 

i Var 


65-1 

20QA 

125A 

225AF/125AT 

4#1 CU 

1 w 


85-1 

2O0A 

125A 

225AF/125AT 

4#1 CU 

1 /T 

















EXISTING CONDUITS 
TO REMAIN 

RELOCATED 3/4" 
CONDUIT 


CEILING 
CONSTRUCTION 


SHEETROCK 


DOWN TO CIRCUIT 
BREAKER #6-6-1 
SEE SCHEDULE ON 
THIS DRAWING FOR 
FEEDER SIZE 

EXISTING 120/208V 
BUSOUCT TO REMAIN. 


2O0OA COPPER BUSWAY, 
SEE GEN. NOTE #7. DWG 

JK E "'- 

MT^ — EXISTING 

PANELBOARDS 
TO REMAIN. 

1#4/0 TO BUILDING 
GND RISER 


-ROTATE EXISTING- 
UGHT FIXTURES 
18Cf. FIXTURE 
CKT FEEDS SHALL 
ENTER FIXTURE 
FROM NORTH. 


65 NORTH PLAN 



DOWN TO CIRCUIT 
BREAKER #66-1 
SEE SCHEDULE ON 
THIS DRAWING FOR 
FEEDER SIZE 


STRUCTURAL 
'I-BEAM' — i 


EXISTING TEL 
CONDUIT TO 
REMAIN 



5) 4" CONDUITS 
N 2 TIER 


66 NORTH PLAN 


SECTION B-B' 


REMOVE EXISTING 16C-0A ALUMINUM 
BUSWAY SEE GENERAL NOTE #13 ft 
#14, DWG E-1. 

REMOVE EXISTING PLUG-IN SWITCH 
FROM EXISTING BUSWAY ft REINSTALL 
AFTER INSTALLATION OF REPLACEMENT 
BUSWAYS. REPLACE EXISTING PANEL 
FEEDERS AS REQUIRED. 

1600A. 480/277V 
ALUMINUM. PARED PHASE 
BUSWAY TO MATCH EXISTING 
FEDERAL PACIFIC BUSWAY. 
EXISTING BUSWAY 
TO REMAIN (TYP) 


NOTES: 

1. SEE DRAWING E-1 FOR BUSWAY SCHEDULE ft GENERAL NOTES. 


84th FLOOR SECTION A-A 
& PART RISER 


EXISTING 1600A 
BUSWAY TO 
REMAIN. 


REMOVE 1 EXIST PLUG-IN 
DISC. SWITCH ft RE- INSTALL 
AFTER COMPLETION OF ELEC. 
CLOSET WORK. 


UTILIZE EXISTING 

BUSWAY FLOOR 
SUPPORTS. 

DISCONNECT ft REMOVE EXISTING 
PLUG IN FUSED SWITCHES AND 
REPLACE WITH PLUG IN CIRCUIT 
BREAKERS. (SEE BUSWAY SWITCH 
REPLACEMENT SCHEDULE, THIS 
DWG). TURN OVER PLUG IN FUSED 
SWITCHES TO THE PORT AUTHORITY. 


SPECIAL OFFSET 
CABLE TAP 
BOX IN HUNG 
CEILING AREA 


CEILING 
CONSTRUCTION 

SHEETROCK 


HOLLOW BUSWAY 
ENCLOSURE TO ATTACH TO 
EXISTING BUSWAY 
STRUCTURAL SUPPORT. 
CAP EXISTING BUSWAY. 

£ZttL_ELQOR 


1 — CAP BUSWAY 

TO EXIST DIST PANEL. 


TO EXIST LIGHTING PANEL. 



66th. aOOR 


DISCONNECT ft REMOVE EXISTING 
PLUG IN FUSED SWITCHES AND 
REPLACE WITH PLUG IN CIRCUIT 
BREAKERS. (SEE BUSWAY SWITCH 
REPLACEMENT SCHEDULE, THIS 
DWG). TURN OVER PLUG IN FUSED 
SWITCHES TO THE PORT AUTHORITY. 


EXISTING 
DOOR 


TRANSITION BOX 


160OA, 4SO/277V 
ALUMINUM, PAIRED PHASE 
BUSWAY TO MATCH EXISTING 
FEDERAL PACIFIC BUSWAY. 


TO EXIST LIGHTING PANEL. 

2000A COPPER BUSWAY. 
SEE GEN. NOTE #7, DWG 
E-1. 


65th FLOOR 


SEE GENERAL N0TE#9. 
DWG E-1. 


REMOVE 1 EXISTING PLUG- IN SWITCH 
FROM EXISTING BUSWAY ft REINSTALL 
AFTER INSTALLATION OF REPLACEMENT 
BUSWAYS, REPLACE EXISTING PANEL 
FEEDERS AS REQUIRED. 

REMOVE EXISTING 1600A ALUMINUM BUSWAY, 
SEE GENERAL NOTE #13 ft K DWG E-1. 

EXIST 1600A BUSWAY 
TO REMAIN (TYP) 

64th FLOOR 


f 


SHAFT ft 
) ELEC. CL. 
! AREAS 


ONE WORLD 
TRADE 


t 


.J 


TWO WOftlD 

TRADE 


"A 


65th FLOOR SECTION A-A 
& PART RISER 


V 


J 


WORK ffl£A KEY PIAN 


ShMt 
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Th» drawing subject to condiborw in contract 
AH invtntiorw. ideas, designs and methods 
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